
  

  

e-mail   info@reinhardoil.dk          www.reinhardoil.dk                     

reinhard oil 
Reinhard Oil A/S - Helleruplund Allé 8 

DK-2900  Hellerup - Denmark 
Telefon 70 26 70 07 - Telefax 70 26 70 47 

smøremiddel 
specialisten

C:
\D

ok
um

en
te

r\0
  P

DB
 D

at
ab

as
e 2

00
6\P

DB
 O

lie
 o

g 
Sm

ør
em

id
ler

 D
an

sk
\G

ea
r &

 T
ra

ns
m

iss
io

n 
AT

F\
Su

na
m

at
ic 

  Sunamatic 146  Ford 
 
          Ford  Lincoln Mercury     
   
       F – L – M  Transmission fluid  
    
      Automatic Transmission Fluid. 
 
 
 

 Application : 
For certain Ford  Lincoln Mercury transmissions. 

 Specifications : 

Ford M2C 33 F/G

  

 Properties : 
Excellent viscosity performance and high viscosity index stand for application 
without any problems. 

 Typical analysis : 

 colour   red  
 
teknisk afdeling 2006-04-07SQ 
 
 
Emballage: karton a 24 x 1 liter  Desuden 60 liter tromler indtil de er udsolgt 
 
 
importør: reinhard oil as 

density at 15 °C  0.875 
viscosity at 40°C  36.1 cSt 
viscosity at 100 °C  7.1 cSt 
viscosity index  164 
flash point  200 °C 
pour point   - 42 °C 


